@ Direct Current 50/60Hz Input
Output I8 Power Source
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@ Forced
Air Cooling

Features

INVERTER IGBT
More user-friendly, more cost-effective.
- Integral 1-PCB structure, extremely
compact and portable with light weight.
Suitable for 6013, 7015 and 7018
electrode welding.

Energy Saving
And Environment
Friendly

* Please reter to page 55(the inside back cover) for accessories pictures.

MOILS/VININ

Specifications

Standard

< Built-in hot start
+ Built-in arc force
+ O.H.indicator

Optional

- Digital meter
+  Lift-arc TIG

- VRD

+ Anti-stick
Accessories
Standard

+ 2pcsquick plugs

Optional

< 300Aearth clamp
+16mm?*X3m cable
+quick plug

+ 200Aelectrode
holder+16mm?*X3m
cabletquick plug
- Kit/suit case

+ Helmet

«  Steel brush

ARC120 Z240 ARC140 7237 ARC160 7238 ARC180 7243 ARC200 Z244
Input power source 1~AC230V£15% 50/60Hz
Rated input current (A) 23 28 34 36 41
Rated input power capacity (KVA) 5.4 6.5 7.9 8.2 9.4
Output current range (A) 20-120 20-140 20-160 20-180 20-200
No-load voltage (V) 63 63 63 63 63
Rated duty cycle (%) @40°C 20 15 20 35 30
Efficiency (%) 85 85 85 85 85
Power factor (coso) 0.7 0.7 0.7 0.7 0.7
Protection class IP21S IP21S IP21S IP21S IP21S
Insulation class F F F F F
Dimensions (mm) 282X113X200 28X211X3200 282X113X200 380X135X300 380X135X300
Weight (Kg) 35 4 4.1 6.1 6.1
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